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<:| DIRECTION OF TRAFFIC

NOTEr ACCESS POINTS WITHIN LANE CLOSURE
SHALL BE CONTROLLED BY FLAGGERCS)

REFER TO TCP 100.01 FOR SIGN
SPACING, TAPER LENGTHS AND
BUFFER LENGTHS

T

—
a 50’ TO 100
a
[
o
o <C
(]
° I
i Y
@
° (]
>
o
N ]
p BUFFER
1]
=]
(o3
° 50/ TO 100
—D0
_ 0
( weo-7acl
- 48" x 48°
e w204
48° x 48
$ ROAD N
- WDRET > 497 x 487

EER SIGN
\‘ DY CL DATE
N WORK SITE TRAFFIC OPERATIONS SECTION
01701702 MONTGOMERY COUNTY, MARYLAND
\ FLAGGER REVISION e FLAGGING CONTROL AT
DATE | APPROVED
TRAFFIC DRUMS BY D’g‘;m’; 3 - LEG INTERSECTION
o JRATFIC FAR - SIDE CLOSURE
do3g FT TCLE APPROVED
SL—IU FT. SCALE CHIEF, TRAFFIC OPERATIONS SECTION
NTS STANDARD TCP-103.07 _ 0OF __SHEETS




